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EGRATED FLOORING SOLUTIONS

BOOSTER WITH INLET DAMPER CONFIGURATION
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UNIT DIMENSIONS ENCLOSURE DISCHARGE INLET
UNIT
SIZE L w H B C D E F
in. (mm)|in. (mm)|in. (mm) in. (mm) in. (mm) in. (mm) | in. (mm) | in. (mm)
10 |40 (1016)| 21 (633) | 7.5 (191)| 7.500 (191) [10.375 (264)|5.875 (149) [15.78 (401)| 5.5 (140)
20 |40 (1016)| 21 (533) | 8.5 (216)| 7.500 (191) [10.375 (264)|5.875 (149)|15.78 (401)| 6.5 (165)
30 (40 (1016)| 21 (533) [ 10 (254)| 10.000 (254) | 11.500 (292)(6.875 (175)|15.78 (401)| 8.0 (203)
40 (40 (1016)| 21 (533) [12.5 (318)| 10.000 (254) | 11.500 (292) [ 8.250 (210)|15.78 (401)|10.5 (267)
STANDARD CONSTRUCTION: UNIT OPTIONS: ACCESSORY OPTIONS:

» 20 GA. ZINC COATED GALVANIZED STEEL CASING

+ FIBERGLASS INSULATION 1/2" (13) THICK, MIN. 1.5LB/FT®
» LEFT HAND CONTROLS - SHOWN ABOVE

« ECM MOTOR, 1 PHASE, 60 CYCLE

» STANDARD SPEED CONTROLLER INCLUDED

« LISTED UL1995 & CSA236 ASSEMBLY

* MINIMUM 0.05" EXTERNAL S.P TO OPERATE

O FACTORY CONTROLS

0O ECM DLX SPEED CONTROLLER
O DISCONNECT SWITCH (DSW)
0O MOTOR FUSING (MFUS)

O CIRCUIT FUSING (CCF)

0 TRANSFORMER

O 1/2" FIBER FREE LINER (FF50)

O MERVS3 INLET FILTER

O DISCHARGE COLLAR (DC)
O DISCHARGE ATTENUATOR (DAS)

O SUPPORT BRACKETS (SB)
O CBC COMPLIANT CONTROLS ENCLOSURE (CBC)
O PROTECTIVE SHROUD (PS)
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Description:| FPB - FAN POWERED BOX - BOOSTER WITH INLET DAMPER CONFIGURATION QRAS A WHOLE WITHOUT THE WRITTEN
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