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FPB OPTIONS - ELECTRIC COILS

EC TYPE OPTIONS: VOLTAGE/PHASE OPTIONS: FUSING OPTIONS:

 1 STAGE  115V / 1Ф  480V / 1Ф  MAIN LINE SUPPLY FUSING

 2 STAGE  208V / 1Ф  208V / 3Ф  MOTOR FUSING

 3 STAGE  240V / 1Ф  480V / 3Ф  CONTROL CIRCUIT FUSING

 SCR  277V / 1Ф  600V / 3Ф  

• AUTO & MANUAL THERMAL RESET CUTOUT

• FAN INTERLOCKED WITH HEATING ELEMENTS EC HANDING OPTIONS: POWER OPTIONS: DISCONNECT OPTIONS:

• MAGNETIC CONTACTORS  LH-HEAT (SHOWN)  SINGLE POINT POWER  DOOR INTERLOCK (IDSW) 

• EC RACK SLIDES INTO OUTER DUCT  RH-HEAT  DUAL POINT POWER (DP)  STD DISCONNECT SWITCH (DSW) 

 INSULATED EC SECTION (1/2" FIBERGLASS)  CBC COMPLIANT EC ENCLOSURE

• INTEGRATED RIVET HINGED ACCESS DOOR

• MECHANICALLY SEALED, LEAK RESISTANT

• TRANSFORMER INCLUDED STANDARD WITH EC

STANDARD CONSTRUCTION:

• 20 GA. GALVANIZED STEEL CASING

• HIGH GRADE NICKEL CHROME HEATING ELEMENTS

3. ASSEMBLY IS ETL CERTIFIED TO UL1995 & CSA236

4. SLIP & DRIVE CONNECTIONS ON BOTH ENDS OF EC OUTER DUCT

6. DO NOT USE FOR TEMPORARY HEAT/VENTILATION BEFORE SITE CONSTRUCTION

2. MINIMUM 0.2" W.G. (50 Pa) EXTERNAL STATIC PRESSURE TO OPERATE

1. 70 CFM PER KW MINIMUM AIRFLOW ACROSS HEATER COILS IS REQUIRED

5. REFERENCE AIO SOFTWARE FOR EC KW LIMITATIONS

NOTES:

AIR
FLOW

UNIT SIZE COIL H C D

10 ELECTRIC 7.500 (191) 12.000 (305) 7.500 (191)

20 ELECTRIC 8.500 (216) 12.000 (305) 8.000 (203)

30 ELECTRIC 10.000 (254) 12.000 (305) 10.000 (254)

40 ELECTRIC 12.500 (318) 14.000 (356) 12.500 (318)

AIR
FLOW

TOP ACCESS
EC ENCLOSUREOPT. IDSW

24.000 (610)  20.000 (508)

1.000 (25)

  H

1.000
  (25)

ECM SPEED
CONTROLLER

DSW

  D

1.000
  (25)

  21.000
   (533)

  20.000 (508)

  14.000 (356)

1.000 (25)

  8.000 (203)

EC ENCLOSURE

SCR CONTROL OPTIONS:

 SCRV: 0-10 VDC SIGNAL

 SCRA: 4-20 mA SIGNAL

 SCRPWM: 24 VAC PWM

1.250
 (32)

  C

24" TYP. PEDESTAL SPACING
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EC TYPE OPTIONS: VOLTAGE/PHASE OPTIONS: FUSING OPTIONS:

 1 STAGE  115V / 1Ф  480V / 1Ф  MAIN LINE SUPPLY FUSING

 2 STAGE  208V / 1Ф  208V / 3Ф  MOTOR FUSING

 3 STAGE  240V / 1Ф  480V / 3Ф  CONTROL CIRCUIT FUSING

 SCR  277V / 1Ф  600V / 3Ф  

• AUTO & MANUAL THERMAL RESET CUTOUT

• FAN INTERLOCKED WITH HEATING ELEMENTS EC HANDING OPTIONS: POWER OPTIONS: DISCONNECT OPTIONS:

• MAGNETIC CONTACTORS  LH-HEAT (SHOWN)  SINGLE POINT POWER  DOOR INTERLOCK (IDSW) 

• EC RACK SLIDES INTO OUTER DUCT  RH-HEAT  DUAL POINT POWER (DP)  STD DISCONNECT SWITCH (DSW) 

 INSULATED EC SECTON (1/2" FIBERGLASS)  CBC COMPLIANT EC ENCLOSURE

• INTEGRATED RIVET HINGED ACCESS DOOR

• MECHANICALLY SEALED, LEAK RESISTANT

• TRANSFORMER INCLUDED STANDARD WITH EC

STANDARD CONSTRUCTION:

• 20 GA. GALVANIZED STEEL CASING

• HIGH GRADE NICKEL CHROME HEATING ELEMENTS

3. ASSEMBLY IS ETL CERTIFIED TO UL1995 & CSA236

4. SLIP & DRIVE CONNECTIONS ON BOTH ENDS OF EC OUTER DUCT

6. DO NOT USE FOR TEMPORARY HEAT/VENTILATION BEFORE SITE CONSTRUCTION

2. MINIMUM 0.2" W.G. (50 Pa) EXTERNAL STATIC PRESSURE TO OPERATE

1. 70 CFM PER KW MINIMUM AIRFLOW ACROSS HEATER COILS IS REQUIRED

5. REFERENCE AIO SOFTWARE FOR EC KW LIMITATIONS

NOTES:

UNIT SIZE COIL H C D

50 ELECTRIC 10.000 (254) 21.000 (533) 10.000 (254)

SCR CONTROL OPTIONS:

 SCRV: 0-10 VDC SIGNAL

 SCRA: 4-20 mA SIGNAL

 SCRPWM: 24 VAC PWM

TOP ACCESS
EC ENCLOSURE

  20.000 (508)

  14.000 (356)

  20.000 (508)

1.000 (25)

24.000 (610)

1.000 (25)

  H   D

  42.000
   (1067)

AIR
FLOW

AIR
FLOW

  10.500
   (267)

OPT. IDSW

ECM SPEED
CONTROLLER

OPT. DSW

EC ENCLOSURE1.250
 (32)

1.000 (25)

  C

24" TYP. PEDESTAL SPACING


