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SMB - Sheet Metal Boot
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BOOT STYLE:

FAN INLET (A)

PLENUM INLET (B)
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PLENUM INLET (B)

FAN INLET (A)

 �   F - FAN SOURCED

 �   VC - VAV COOLING

 �   OP - OPEN PLENUM

BOOT SIZE SIDE WIDTH (C) HEIGHT (D)

8B 10.000 (254) 9.500 (241)

10B 12.000 (305) 9.500 (241)

   6 IN. DUCT DIA   8 IN. DUCT DIA    6 IN. DUCT DIA   8 IN. DUCT DIA

F -FAN SOURCED 5.880 7.880  -  - 

VC - VAV COOLING  -  - 5.880 7.880

HC - HEATING/RETURN & VAV COOLING 5.880 7.880 5.880 7.880

BOOT STYLE
FAN INLET (A) PLENUM INLET (B)
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FEATURES:
- 22 GA Steel Construction (mechanically sealed)
- Used for ducted applications of 8" and 10" VSD and HDD diffusers
- Overall height allows for cable run under unit in 12" floors
- 15' and 35' modular cables available
- Modulating damper for VAV cooling control (HC & VC only)
- Modulating actuator and modular daisy chaining connection
  type available(HC & VC only)

ACOUSTIC LINER

 �   FG50 - 1/2" FIBERGLASS INSULATION
 �   FF50 - 1/2" FIBER-FREE INSULATION

CONTROL CABLE

 �   25' MODULAR CABLE
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ITEM PART NAME

1 HOUSING

2 FAN INLET COLLAR

3 GASKET SEAL

4 VAV DAMPER

5 MODULATING ACTUATOR

6 INSULATION

PARTS LIST

 NOTE: SMB WITH HC BOOT STYLE SHOWN

FAN AIRFLOW

        HEAT

PLENUM AIRFLOW

        COOL

 �   HC- HEATING/RETURN & VAV COOLING
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6" OR 8"


