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INTEGRATED FLOORING SOLUTIONS
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ITEM |PART NAME
1 HYDRONIC COIL, 7/8" OD CONNECTION
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4 MOTORIZED VAV DAMPER
5 LBG 1000 STYLE
NOM. ROUGH LBG SIZE UNIT OVERALL | INLETSIZE | FACE FRAME | AIRFLOW
SIZE OPENING L w E F G H (CFM)
24X6 24X6% 23%X6 | 23% [ 6% |17% | 5% | 25% | 7% | 100 o0
(610X 152) | (610X 159) | (603 X 152) | (606) | (156) | (445) |(130)]| (645) |(194)
O 48X 6 48 X6 % A7%X6 | AT% | 6% |41% | S% [49% | 7% | 500 500
(1219 X 152)[ (1219 X 159)| (1213 X 152) | (1216) | (156) [(1054)] (130)](1254)](194)
—= |=—2306
(59
— OUTLETAIR
4A MOUNTING ANGLE = -
B - BY OTHERS) =
> PA
‘N 4 |
R DETAIL A :
WALL . 5 10.375 L
’ n (264)
° 4 ‘ CORE STYLES
. ] A B
O~ F L % CORESTYLE] A B_|c
f_—— W e 618 ‘—TFtn:n:H:n:n:H:n:n;“'—' L og) 1/4" |O| 15a | 1/4(6) [3/32(2)| 0
(16) & SPACING |O| 16A 1/4(6) | 1/8(3) |15
. INLET AIR 1 f f 716" O| 2s5c  |7/16(11)[3/16(5)| O
; e — | C° DEFLECTION spacing [EL_26C  [7/16(11)[3/16(5)|15
. - A 0| 27¢  [7/16(11)|3/16(5)[30
A G ) Note: 15A Core style shown w/ 1000 Style Border

FEATURES:

- 20 GA Steel Construction, Black Finish

- Drop in installation from room side

- Comes with plenum rated control cable 25ft length.
Optional lengths of 15ft or 35ft available

- Multiple modular connection options for field daisy-chaining
between the terminals

- Continuous linear grille available in anodized finish or painted
finish to match curtain wall mullions

- Hot water coil

- Optional 0.500" internal fiber-free acoustic liner
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DIRECTIONAL VANES SPACED 1" (25) O.C
* MIN. NOM. WIDTH 2" (51)

CONTROL TYPE:
O MASTER
O DRONE (NO HOT WATER VALVE CONTROL)

CONTROL VOLTAGE (MASTER ONLY):
0 120/1/60 TRANSFORMER
00208/1/60 TRANSFORMER
00 240/1/60 TRANSFORMER
0 277/1/60 TRANSFORMER

FASTENING:
O A - COUNTERSUNK SCREW
O B - SPRING CLIP
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