Global IFS°

INTEGRATED FLOORING SOLUTIONS

O PDS - PEDESTAL SUPPORTED (FOR LBG 125/187 STYLE BORDER)

10.550 (268) - PDS + LBG W/
PRESSED CORE (WITH LBG INSTALLED) —=

PARTS LIST
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NOTE: FTS SUPPORT STYLE SHOWN

PEDESTAL BRACKETS OPTION:
J PEDESTAL BRACKETS (x2) -OPTIONAL ONLY FOR
FTS SUPPORT STYLE

FEATURES:
- 20 GA Steel Construction, Black finish
- Drop in installation from room side. Pedestal brackets pre-installed
- LBG designed for light foot traffic conditions
- End caps are removable for continuous and discrete grille
installations
- Field cut inlet style available
- Optional 0.500" internal fiber-free acoustic liner
- Sizes:
*Minimum 12 X 6 (305 X 152)
« Maximum 48 X 10 (1219 X 254)

INLET TYPE
INLET
SIZE D1 D2
x\ D2 5.875 (149)

0 10" (254) OVAL INLET
« ONLY FOR NOMINAL LENGTH > 15.000

NOTE: LBG ORDERED SEPARATELY. NOMINAL GRILLE SIZE = L - 0.125"(3) X W - 0.125"(3)

DI

016" (152) ROUND INLET 0 8" (203) OVAL INLET

LBG ACCESSORIES REQUIRE SPECIAL CONFIGURATIONS

6" ROUND -
8"OVAL |6.000(152)| 8.937(227)
10" OVAL | 6.000(152) | 12.078 (307)
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